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APPLICATION NEWS------

Shimadzu TOC-V Series

TOC Measurements on Tap Water

TOC Adopted as Water Quality Standard for Tap Water

Potassium permanganate consumption has long been used as the organic-matter indicator in the water
quality standards for tap water. However, a replacement indicator was required due to problems with the
potassium permanganate indicator, including fluctuations in measured values according to the organic
matter type, large measurement discrepancies from operator to operator, and poor reproducibility even when
a single operator conducts measurements.

Total Organic Carbon (TOC) has been recognized as the most effective indicator of organic matter in water
in terms of organic matter detection rate, measurement accuracy, and sensitivity. TOC officially replaced
potassium permanganate consumption as the organic-matter indicator in the water quality standards on 30
May 2003 in Japan (TOC control value: 5 mgC/L. This replacement is applicable from 1 Apr, 2005).

The TOC analyzer used for these measurements must offer two characteristics: sufficient sensitivity to
accurately measure TOC in tap water and sufficient oxidation capacity to detect organic suspended solids in
raw water. The Shimadzu TOC-V Series analyzers employ combustion oxidation at 680;C to
simultaneously achieve excellent oxidation performance and 4 g/L. detection limit sensitivity, regardless of
the type of organic matter. This Application News introduces examples of tap-water TOC measurements
using a Shimadzu TOC-Vcpu combustion oxidation TOC analyzer.

| Aim
TOC measurements for total organic matter control under

the water quality standards based on the Japanese
Waterworks Law

| Analysis Conditions

Samples: Tap water from 6 locations in Japan

Instrument: ~ Shimadzu TOC-Vceu combustion oxidation
TOC analyzer

Measurement: TOC (by acidification and sparging)

—— This Application News is printed on recycled paper.



| Results

Sample TOC concentration (mgC/L)
Tap water A 0.687 (n=5,CV=0.83%)
Tap water B 0.839 (n=5,CV=1.31%)
Tap water C 0.515 (n=5,CV=1.20%)
Tap water D 0.846 (n=5,CV=1.13%)
Tap water E 0.797 (n=5,CV=0.34%)
Tap water F 0.382 (n=5,CV=1.29%)

Features of the Shimadzu TOC-V Series

¥ Combustion oxidation achieves high-sensitivity measurements with a

4 g/L detection limit

¥ Offers a high detection rate for all organic matter, including
persistent organic matter and suspended solids

¥ Incorporates multi-function sample pretreatment and injection

mechanisms as standard, offering various functions such as inorganic
carbon (IC) elimination and automatic multipoint calibration-curve

generation.
¥ Select a standalone or PC-controlled version.

¥ Create an automatic measurement system by adding an autosampler

or 8-port sampler.

Fig. 1 Sample Tap Water Measurement Results
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Shimadzu TOC-V Fully Automatic Measurement System
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